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(b) A towed barge is a vessel without 
sufficient means of self-propulsion and 
which requires to be towed. 

(c) A self-propelled barge is a vessel 
mechanically propelled of the type spe-
cially designed for use in limited coast-
wise and Great Lakes service and capa-
ble of transiting interconnecting ca-
nals. 

§ 44.05–10 Load line markings. 
(a) The load line marks on the ves-

sel’s sides must be in accordance with 
§ 42.13–25(a) of this subchapter, except 
seasonal markings such as ‘‘Winter 
North Atlantic’’ which are not applica-
ble to the voyage are omitted. 

(b) In the case of vessels which en-
gage in special services on coastwise 
voyages and voyages on the Great 
Lakes, the marks on the vessel’s sides 
are to be in accordance with Figure 
44.05–10(b), except that the lines 
marked ‘‘SW’’ and ‘‘MS’’ shall be used 
only where applicable. 

FIGURE 44.05–10(B) 
(c) The load lines aft of the combined 

disk and diamond will be applicable for 
voyages on the Great Lakes and those 
on the forward side will be applicable 
to limited coastwise voyages. The sum-
mer line on the ocean will correspond 
to the summer line on the Lakes and 
the winter line on the ocean will cor-
respond to the intermediate line on the 
Lakes. 

(d) In the case of vessels which oper-
ate both on special service coastwise 
voyages and on unlimited coastwise 
voyages, the marks on the ship’s sides 
are to be in accordance with figure 
44.05–10 (d). The load lines aft of the 
disk will be applicable to voyages in 
special service coastwise or inter-is-

land voyages and those on the forward 
side will be applicable to unlimited 
coastwise voyages. (A vessel marked 
for both special service and unlimited 
coastwise voyages and furnished with a 
load line certificate on the inter-
national form shall, when entering the 
foreign trade, arrange that the load 
line markings are in accord with the 
vessel’s international load line certifi-
cate by the elimination of the marks 
aft of the disk.) 

FIGURE 45.05–10(D) 

[CGFR 65–50, 30 FR 16755, Dec. 30, 1965, as 
amended by CGD 80–120, 47 FR 5723, Feb. 8, 
1982; USCG–2004–18884, 69 FR 58345, Sept. 30, 
2004] 

§ 44.05–15 Existing vessels. 
(a) In assigning load lines to an exist-

ing vessel the provisions of the regula-
tions in this part shall be complied 
with in principle and detail insofar as 
is reasonable and practicable, having 
regard to the proven efficacy of exist-
ing arrangements for a special service 
voyage, and having particular regard 
to the provision of sufficient means for 
the protection and safety of the crew. 

(b) Where it is neither reasonable nor 
practicable to comply with this part in 
its entirety, the assigning authority 
will, in each case, report to the Com-
mandant, U.S. Coast Guard, the spe-
cific matters in which the vessel is de-
ficient with such recommendations as 
may seem desirable. Upon the receipt 
of this report the Commandant, U.S. 
Coast Guard, shall determine such ad-
dition to the freeboard as will, in the 
judgment of the Commandant, U.S. 
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